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GENERAL DESCRIPTION
The PMD Series �Maxi-9� is a fluorescent H.I.D. alternative.
Utilizing nine F39BX compact fluorescent lamps and three rapid
start electronic ballasts, the Maxi-9 achieves a fixture efficiency
of 86.1% operating at only 302 watts.

The Maxi-9 is architecturally pleasing for many applications
including atriums, lobbies, warehouses, auditoriums, and
gymnasiums.

Unlike similar HID fixtures, the Maxi-9 is instant on with no
restrike period.

CONSTRUCTION
Ballast housing is brake formed of heavy gauge cold rolled steel,
assembled with a combination of steel rivets and fastening
screws.

Hook, surface or pendant are mounting options.

Standard finish on cylinder is grey, consult our factory for optional
custom colors.

Standard lens/reflector is clear acrylic, options include
polycarbonate and custom colors.

ELECTRICAL SPECIFICATIONS
PMD units are available with rapid start
class P electronic ballasts.

The Maxi-9 can be operated at 33%, 66%,
or 100%.

A variety of lamp colors are available with a
C.R.I of 85.

Voltage options for the U.S. are 120v or
277v.

Emergency battery backup is optional.

All components are U.L. approved, all PMD
series fixtures are U.L listed.

WARRANTY
5 Year warranty on all components except
lamps and non-electronic ballasts.

For additional information on this product
contact the DISC Lighting Team,

1-800-DLA-BULB
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